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Remove cover screw          Fig. 1 

screw out

Check seal for damages      Fig. 4

Clean inlet                        Fig. 3Remove used cartridge      Fig. 2

screw out

Prepare new cartridge       Fig. 5

screw out

Insert new cartridge          Fig. 6

screw in

Recycle used cartridge       Fig. 7

EWC-CODE: 15 01 10

 
 - Immer die ausfühliche TLMR - Anleitung beachten 
 - Always observe detailed TLMR manual
 - Veuillez suivre le guide detaillé du TLMR
 - Siempre observar el manual detallado del TLMR 

Kartuschenwechsel / Change of cartridge / Changement de cartouche / Cambio del cartucho

Sicherheitshinweise / Safty information / Instructions de sécurité / Avisos de seguridad

Achtung / Attention / Attention / Atención

 Only for first start-up
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Recycle used batteries      Fig. 14

Remove lid from battery box Fig. 9

4x

Mount lid to battery box   Fig. 12

4x

screw in

Change batteries              Fig. 10

+ +++ + +++

4 x New 4 x Old

Check seal for damages    Fig. 11

Insert TLMR into holder    Fig. 13

Click EWC-CODE: 16 06 05

 Li-ion Batteries

TLMR 101 Batteriewechsel / Battery change / Remplacement de batterie / Cambio de la batería

Remove TLMR from holder                                                          Fig. 8
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Remove bayonet screw        Fig. 15 Check seal for damages       Fig. 16

screw out
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TLMR  ON                         Fig. 1 7
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Consumption 1 month       Fig. 18 Consumption 2 months        Fig. 19
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Consumption 3 months       Fig. 20
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Consumption 6 months       Fig. 21 Consumption 9 months       Fig. 22

TI
M

E

1

ON DIP

2 3 4

TI
M

E

1

ON DIP

2 3 4

Consumption 12 months     Fig. 23
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Consumption 18 months     Fig. 24 Consumption 24 months     Fig. 25
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Cartridge size 120 ml       Fig. 26
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TLMR OFF                      Fig. 31
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Cartridge size 380 ml       Fig. 27 Reset ON                           Fig. 28
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Close bayonet screw        Fig. 32
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Einstellungen / Settings / Réglages / Ajustes

Wait 10 SEC

Non-stop operation         Fig. 30
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 For system venting only
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Reset OFF                          Fig. 29
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